










P8035

Travelling

Inner-climbing

24.5m

6m

2.5x2.5m

5.7m 17.18m

  32t

    81.8m

    80m

 3.5t

67.6m

32t

Topless



Jib
m Fall R(Cmax)

m
C(max)

t 20 30 40 44 50 54 60 64 70 74 80

80
IV 17.18 32 25 11.83 8.47 7.57 6.49 5.9 5.18 4.77 4.24 3.94 3.55

II 31.26 16 16 16 8.47 7.57 6.49 5.9 5.18 4.77 4.24 3.94 3.55

Mechanism  Characteristics

Load Capacity

Hoisting	 m/min 0~60/0~300~30/0~15
16  / 32

Trolleying	 m/min	 0~65	 15

Slewing	 r/min	 0~0.7	 3x11

Jacking-up	 m/min	 0.4	 15

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 173kW

t                                                   8  /  16
110             600m

a=4                       a=2   Motor(kW)

P8035

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



TC7015

Travelling

Inner-climbing

  15.65m 3m 14.58m

66.5m 71.5m

65m 70m

1.9t 1.5t
50m

10t

8.
0m

10t

Topkit



Jib
m Fall R(Cmax)

m
C(max)

t 15 20 25 30 35 40 45 50 55 60 65 70

70
IV 14.58 10 9.66 6.79 5.11 4.01 3.23 2.65 2.21 1.85 1.56 1.32 1.12 0.94

II 27.80 5 5 5 5 4.57 3.79 3.21 2.78 2.41 2.12 1.88 1.67 1.50

65
IV 15.86 10 10 7.55 5.71 4.51 3.66 3.02 2.53 2.15 1.83 1.56 1.34

II 30.33 5 5 5 5 5 4.21 3.58 3.09 2.70 2.39 2.12 1.90

Mechanism  Characteristics

Load Capacity

Hoisting	 m/min 0~90/0~450~45/0~22.5
5/ 10

Trolleying	 m/min	 0~65	 5.5

Slewing	 r/min	 0~0.6	 2×5.5

Jacking-up	 m/min	 0.4	 7.5

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 69 kW

t                                                    2.5 / 5
45               500m

a=4                       a=2   Motor(kW)

TC7015

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



TC6520 

Travelling

Inner-climbing

  14.5m 3m 16.1m

61m 66m

60m 65m

2.8t 2.0t
50m

10t

8.
0m

10t

Topkit



Jib
m Fall R(Cmax)

m
C(max)

t 17 20 25 30 35 40 45 50 55 60 65

65
IV 16.1 10 9.3 7.7 5.9 5 4.4 3.7 3.2 2.9 2.5 2.3 2.0

II 31.1 5 5 5 5 5 4.4 3.7 3.2 2.9 2.5 2.3 2.0

60
IV 18.8 10 9.3 8.3 7.1 6.5 5.7 4.5 3.9 3.5 3.1 2.8

II 36.6 5 5 5 5 5 5 4.5 3.9 3.5 3.1 2.8

Mechanism  Characteristics

Load Capacity

Hoisting	 m/min 0~90/0~450~45/0~22.5
5/ 10

Trolleying	 m/min	 0~65	 5.5

Slewing	 r/min	 0~0.6	 2×5.5

Jacking-up	 m/min	 0.4	 7.5

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 69 kW

t                                                    2.5 / 5 45               500m

a=4                       a=2   Motor(kW)

TC6520 

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



TC7050

Travelling

Inner-climbing

  25.4m 3.9m

2.45×2.45m

22.4m

61.8m 71.8m

60m 70m

6.8t 5.0t
62m

20t

5
m

6
2
m

1
1
0
m

5
3
m

1
4
0
m

8
3
m

1
7
0
m

1
1
3
m

2
0
0
m

1
4
3
m

9.
6m

20t

Topkit



Jib
m Fall R(Cmax)

m
C(max)

t 15 20 25 30 35 40 45 50 55 60 65 70

70
IV 22.4 20 20 20 17.70 14.30 11.90 10.10 9.05 8.00 6.98 6.20 5.55 5.00

II 40.2 10 10 10 10 10 10 10 9.25 8.20 7.18 6.40 5.75 5.20

60
IV 23.4 20 20 20 17.95 14.60 12.20 10.40 9.35 8.30 7.28 6.50

II 41.3 10 10 10 10 10 10 10 9.55 8.50 7.58 6.80

Mechanism  Characteristics

Load Capacity

Hoisting	 m/min 0~50/0~250~25/0~12.5
10/ 20

Trolleying	 m/min	 0~78	 11

Slewing	 r/min	 0~0.57	 2×9

Jacking-up	 m/min	 0.4	 11

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 115 kW

t                                                     5 / 10
75              600m

a=4                       a=2   Motor(kW)

TC7050

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



TC7550 

Travelling

Inner-climbing

  25.4m 5m

2.5×2.5m

17.94m

71m 76m

70m 75m

6.0t 5.0t
73m

25t

6
m

7
3
m
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1
0
m
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3
m

1
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0
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3
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1
7
0
m

1
1
3
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1
4
3
m

9.
6m

25t

Topkit



Jib
m Fall R(Cmax)

m
C(max)

t 15 20 25 30 35 40 45 50 55 60 65 70 75

75
IV 17.94 25 25 22.1 17.9 13.7 11.38 9.55 8.15 7.03 6.12 5.36 4.71 4.16 3.68

II 38.77 12.5 12.5 12.5 12.5 12.5 12.5 12.0 10.35 9.01 7.92 7.00 6.23 5.57 5.00

70
IV 20.4 25 25 25 19.6 15.6 13.0 10.8 9.18 7.91 6.88 6.02 5.30 4.68

II 38.93 12.5 12.5 12.5 12.5 12.5 12.5 12.1 10.50 9.24 8.20 7.34 6.62 6.00

Mechanism  Characteristics

Load Capacity

Hoisting	 m/min 0~53/0~270~27/0~13.5
12.5/ 25

Trolleying	 m/min	 0~100	 11

Slewing	 r/min	 0~0.57	 2×9

Jacking-up	 m/min	 0.4	 15

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 119 kW

t                                                 6.25 / 12.5
75              600m

a=4                       a=2   Motor(kW)

TC7550 

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.







TC4208/4708/4810 

4t

Topkit

Travelling

Inner-climbing



Jib
m

Fall
R(Cmax)

m
C(max)

t
14 18 22 26 30 34 38 42 46 46.8 48

48
IV 11 4 3.090 2.360 2.027 1.869 1.711 1.553 1.395 1.237 1.079 1.050 1

II 20 2 2 2 2.027 1.869 1.711 1.553 1.395 1.237 1.079 1.050 1

46.8
IV 11 4 3.090 2.360 1.897 1.567 1.340 1.159 1.017 0.902 0.807 0.790

II 20 2 2 2 1.897 1.567 1.340 1.159 1.017 0.902 0.807 0.790

42
IV 11 4 3.090 2.360 1.900 1.540 1.280 1.080 0.930 0.800

II 20 2 2 2 1.900 1.540 1.280 1.080 0.930 0.800

Load Capacity

Mechanism Characteristics

Hoisting	 m/min  65.14/32.57/7.0     32.14/15.60/3.5
2/4

Trolleying	 m/min	 38.6/25.2	 2.2/1.5

Slewing	 r/min	 0.70/0.35	 3.7

Jacking-up	 m/min	 0.4	 4

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 24.9kW

t                                                1/2
15/15/4        320m

  Motor(kW)

TC4208/4708/4810 

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



TC5008/5010 
5t

Travelling

Inner-climbing

Topkit



TC5008/5010 

 Load Capacity

Jib
m Fall R(Cmax)

m
C(max)

t 15 20 25 30 35 40 45 50

50
IV 11 5 3.40 2.18 1.68 1.396 1.177 1.013 0.885 0.80

II 17.50 2.50 2.50 2.10 1.68 1.396 1.177 1.013 0.885 0.80

Jib
m Fall R(Cmax)

m
C(max)

t 15 20 25 30 35 40 45 50

50
IV 11 5 4.08 2.272 1.923 1.667 1.471 1.190 1.086 1.026

II 17.50 2.50 2.50 2.174 1.923 1.667 1.471 1.190 1.086 1

 Mechanism  Characteristics

Hoisting	 m/min  65.14/32.57/7.0     32.14/15.60/3.5
2.5/5

Trolleying	 m/min	 38.6/25.2	 2.2/1.5

Slewing	 r/min	 0.70/0.35	 3.7

Jacking-up	 m/min	 0.4	 4

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 27.9kW

t                                                1.25/2.5
18/18/5        320m

  Motor(kW)

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



TC5011 
5t

Topkit

Travelling

Inner-climbing



TC5011 

Jib
m Fall R(Cmax)

m
C(max)

t 15 20 25 30 35 40 45 50

50
IV 13.14 5.0 4.343 3.185 2.490 2.067 1.696 1.448 1.254 1.10

II 24.91 2.50 2.50 2.500 2.490 2.067 1.696 1.448 1.254 1.10

 Mechanism Characteristics

Load Capacity

Hoisting	 m/min 70/35/7.035/17.5/3.5
2.5/5

Trolleying	 m/min	 38.6/25.2	 2.2/1.5

Slewing	 r/min	 0.70/0.35	 3.7

Jacking-up	 m/min	 0.4	 4

Power Supply	 	 380V/50Hz

供电容量Power Capacity	 	 	 27.9kW

t                                                1.25/2.5
18/18/5        320m

  Motor(kW)

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



TC5013/5610 
6t

Topkit

Travelling

Inner-climbing



TC5013/5610 

Load Capacity

Jib
m Fall R(Cmax)

m
C(max)

t 14 18 22 26 30 34 38 42 46 50 52 54 56

56
IV 12.74 6 5.40 4.06 3.22 2.65 2.23 1.92 1.67 1.47 1.31 1.17 1.11 1.05 1

II 24 3 3 3 3 2.65 2.23 1.92 1.67 1.47 1.31 1.17 1.11 1.05 1

50
IV 12.74 6 6 5.044 4.036 2.965 2.500 2.150 1.870 1.630 1.460 1.30

II 24 3 3 3 3 3 2.50 2.15 1.87 1.63 1.46 1.30

Mechanism  Characteristics

 Hoisting	 m/min 80/40/8.540/20/4.25
3/6

Trolleying	 m/min	 20/40	 3.2/2.2

Slewing	 r/min	 0.6	 2×3.7

Jacking-up	 m/min	 0.4	 5.5

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 34.8kW

t                                                1.5/3
24/24/5.4      400m

  Motor(kW)

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



TC5612 
6t

Topkit

Travelling

Inner-climbing



TC5612 

Load Capacity

Mechanism  Characteristics

Jib
m Fall R(Cmax)

m
C(max)

t 16 18 22 26 30 34 38 42 46 50 52 54 56

56
IV 13.4 6 5.80 5.08 4.04 3.32 2.79 2.39 2.07 1.81 1.60 1.42 1.34 1.26 1.2

II 25.5 3 3 3 3 3.32 2.79 2.39 2.07 1.81 1.60 1.42 1.34 1.26 1.2

50
IV 13.4 6 6 5.58 4.45 3.67 3.0 2.65 2.31 2.03 1.79 1.50

II 25.5 3 3 3 3 3 3.0 2.65 2.31 2.03 1.79 1.50

 Hoisting	 m/min 80/40/8.540/20/4.25
3/6

Trolleying	 m/min	 20/40	 3.2/2.2

Slewing	 r/min	 0.6	 2×3.7

Jacking-up	 m/min	 0.4	 5.5

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 34.8kW

t                                                1.5/3
24/24/5.4      400m

  Motor(kW)

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



TC5513/6010 

8t

Travelling

Inner-climbing

Topkit



Load Capacity

Mechanism  Characteristics

Jib
m

Fall
R(Cmax)

m
C(max)

t
16 20 24 28 32 36 40 44 48 52 54 55 56 58 60

60
IV 13.22 8 6.469 5.012 4.04 3.346 2.826 2.421 2.098 1.833 1.612 1.425 1.342 1.303 1.205 1.106 1

II 24 4 4 4 4 3.346 2.826 2.421 2.098 1.833 1.612 1.425 1.342 1.303 1.205 1.106 1

55
IV 13.22 8 6.469 5.012 4.04 3.346 2.826 2.421 2.098 1.833 1.612 1.425 1.342 1.303

II 24 4 4 4 4 3.346 2.826 2.421 2.098 1.833 1.612 1.425 1.342 1.303

 Hoisting	 m/min 80/40/8.540/20/4.25
4/8

Trolleying	 m/min	 40/20	 3.3/2.2

Slewing	 r/min	 0.6	 2×3.7

Jacking-up	 m/min	 0.4	 5.5

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 46.2kW

t                                                   2/4
30/30           400m

  Motor(kW)

TC5513/6010 

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



TC5515/6013 
8t

Topkit

Travelling

Inner-climbing



Mechanism  Characteristics

Jib
m Fall R(Cmax)

m
C(max)

t 18 22 26 30 34 38 42 46 50 54 55 56 58 60

60
IV 14 8 5.99 4.73 3.88 3.26 2.80 2.43 2.13 1.89 1.69 1.52 1.48 1.44 1.37 1.30

II 24 4 4 4 3.90 3.28 2.82 2.45 2.15 1.91 1.71 1.54 1.46 1.42 1.39 1.32

55
IV 14 8 6.07 4.80 3.93 3.31 2.84 2.46 2.17 1.92 1.71 1.54 1.50

II 24 4 4 4 3.95 3.33 2.86 2.48 2.19 1.94 1.73 1.56 1.52

Load Capacity

 Hoisting	 m/min 80/40/8.540/20/4.25
4/8

Trolleying	 m/min	 40/20	 3.3/2.2

Slewing	 r/min	 0.6	 2×3.7

Jacking-up	 m/min	 0.4	 5.5

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 46.2kW

t                                                   2/4
30/30           420m

  Motor(kW)

TC5515/6013 

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



TC6018/6515 
10t

Topkit

Inner-climbing

Travelling



TC6018/6515 

Mechanism  Characteristics

Load Capacity

Jib
m Fall R(Cmax)

m
C(max)

t 15 20 25 30 35 40 45 50 55 60 65

65
IV 14.867 10 9.903 7.192 5.565 4.480 3.706 3.125 2.673 2.311 2.015 1.769 1.478

II 27.155 5 5 5 5 4.446 3.691 3.125 2.684 2.332 2.043 1.803 1.500

60
IV 14.867 10 9.903 7.192 5.565 4.480 3.706 3.125 2.673 2.311 2.015 1.769

II 27.155 5 5 5 5 4.446 3.691 3.125 2.684 2.332 2.043 1.803

Hoisting	 m/min 0~90/0~450~45/0~22.5
5/ 10

Trolleying	 m/min	 0~65	 5.5

Slewing	 r/min	 0~0.6	 2×5.5

Jacking-up	 m/min	 0.4	 7.5

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 69 kW

t                                                    2.5 / 5
45               500m

a=4                       a=2   Motor(kW)

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



TC6024/6518 
12t

Topkit

Travelling

Inner-climbing



TC6024/6518 

Jib
m Fall R(Cmax)

m
C(max)

t 15 20 25 30 35 40 45 50 55 60 65

65
IV 13 12 10.21 7.92 6.149 4.968 4.125 3.492 3 2.606 2.284 2.016 1.789

II 26 6 6 6 6 4.198 4.096 3.48 3 2.66 2.303 2.041 1.82

60
IV 15 12 12 8.53 6.60 5.31 4.415 3.69 3.175 2.76 2.555 2.35

II 26 6 6 6 6 5.31 4.415 3.74 3.175 2.81 2.56 2.40

Mechanism  Characteristics

Load Capacity

Hoisting	 m/min 0~80/0~400~40/0~20
6 /12

Trolleying	 m/min	 0~65	 5.5

Slewing	 r/min	 0.6	 2×5.5

Jacking-up	 m/min	 0.4	 7.5      

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 69kW

t                                                     3/6
45kw           500m

a=4                        a=2   Motor(kW)

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



TC7030
16t

Topkit

Travelling

Inner-climbing



TC7030

Mechanism  Characteristics

Load Capacity

Jib
m Fall R(Cmax)

m
C(max)

t 20 25 30 35 40 45 50 55 60 65 70

70
IV 16.10 16 12.568 9.723 7.827 6.473 5.457 4.667 4.035 3.517 3.086 2.722 2.409

II 31 8 8 8 8 6.983 5.993 5.222 4.606 4.102 3.681 3.326 3.021

Hoisting	 m/min 0~68/0~340~34/0~17
8/16

Trolleying	 m/min	 0~78	 7.5kw

Slewing	 r/min	 0-0.7 	 2x9

Jacking-up	 m/min	 0.4	 11

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 91.5kW

t                                                      4/8
55kw             550m

a=4                         a=2   Motor(kW)

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



TC7040
16t

Topkit

Travelling

Inner-climbing



TC7040

Mechanism  Characteristics

 Load Capacity

Jib
m Fall R(Cmax)

m
C(max)

t 20 25 30 35 40 45 50 55 60 65 70

70
IV 18.40 16.00 14.72 11.776 9.813 8 6.85 5.98 5.12 4.54 4.107 3.791 3.52

II 35 8 8 8 8 8 7 6.222 5.60 5.091 4.666 4.308 4

Hoisting	 m/min 0~68/0~340~34/0~17
8/16

Trolleying	 m/min	 0~78	 7.5kw

Slewing	 r/min	 0-0.7 	 2x9

Jacking-up	 m/min	 0.4	 11

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 91.5kW

t                                                      4/8
55kw             550m

a=4                         a=2   Motor(kW)

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



P4810/5010
4t

Topless

Travelling

Inner-climbing



P4810/5010

Mechanism  Characteristics

Load Capacity

Jib
m Fall R(Cmax)

m
C(max)

t 20 25 30 35 40 45 48 50

48
IV 14.7 4 2.858 2.221 1.796 1.493 1.266 1.009 1

II 27.4 2 2 2 1.796 1.493 1.266 1.089 1

50                                                                       
IV 15.2 4 2.98 2.32 1.88 1.566 1.330 1.147 1.055 1

II 28.4 2 2 2 1.88 1.566 1.330 1.147 1.055 1

 Hoisting	 m/min 65/32/7.032/16/3.5
2/4

Trolleying	 m/min	 25.2/38.6	 2.2/1.5

Slewing	 r/min	 0.7/0.35	 3.7

Jacking-up	 m/min	 0.4	 4

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 24.9kW

t                                                   1/2
15/15/4         320m

  Motor(kW)

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



P5210/5610
6t

Topless

Travelling

Inner-climbing



Mechanism  Characteristics

Load Capacity

Jib
m Fall R(Cmax)

m
C(max)

t 15 20 25 30 35 40 45 50 52 56

52
IV 13.35 6 5.61 3.94 2.95 2.31 1.85 1.51 1.25 1.04 0.95

II 24.94 3 3 3 2.99 2.35 1.90 1.56 1.30 1.09 1

56
IV 14.20 6 5.43 3.94 2.97 2.37 1.93 1.60 1.35 1.15 1.08 0.95

II 24.94 3 3 3 3.03 2.42 1.98 1.65 1.40 1.20 1.13 1

Hoisting	 m/min 80/40/8.540/20/4.25
3/6

Trolleying	 m/min	 40/20	 3.2/2.2

Slewing	 r/min	 0.6	 3.7×2

Jacking-up	 m/min	 0.4	 5.5

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 34.8kW

t                                                   1.5/3
24/24/5.4        400m

  Motor(kW)

P5210/5610

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



P5020/5515
8t

Topless

Travelling

Inner-climbing



P5020/5515

Mechanism  Characteristics

Load Capacity

Jib
m Fall R(Cmax)

m
C(max)

t 25 30 35 40 45 50 55

55
IV 13.34 8 3.85 3.10 2.65 2.15 1.90 1.60 1.35

II 25.03 4 4 3.25 2.80 2.30 2.05 1.75 1.50

50
IV 14.69 8 4.36 3.50 3 2.47 2.18 1.85

II 27.67 4 4 3.65 3.15 2.62 2.33 2

Hoisting	 m/min 80/40/8.540/20/4.25
4/8

Trolleying	 m/min	 40/20	 3.3/2.2

Slewing	 r/min	 0.6	 3.7×2

Jacking-up	 m/min	 0.4	 5.5

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 46.2kW

t                                                   2/4
30/30           400m

  Motor(kW)

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



P5023/5519/6016
10t

Topless

Travelling

Inner-climbing



P5023/5519/6016

Jib
m Fall R(Cmax)

m
C(max)

t 25 30 35 40 45 50 55 60

60
IV 13.5 10 5.011 4.030 3.33 2.81 2.41 2.08 1.82 1.60

II 25 5 5 4.030 3.33 2.81 2.41 2.08 1.82 1.60

55
IV 13.8 10 5.18 4.17 3.46 2.92 2.50 2.17 1.90

II 25.7 5 5 4.17 3.46 2.92 2.50 2.17 1.90

50
IV 14.4 10 5.44 4.38 3.64 3.08 2.64 2.30

II 26.8 5 5 4.38 3.64 3.08 2.64 2.30

Mechanism  Characteristics

Load Capacity

Hoisting	 m/min 0~90/0~450~45/0~22.5
5/ 10

Trolleying	 m/min	 0~65	 5.5

Slewing	 r/min	 0~0.6	 2×5.5

Jacking-up	 m/min	 0.4	 7.5

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 69 kW

t                                                    2.5 / 5
45               500m

a=4                       a=2   Motor(kW)

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



P7030/7427
18t

Topless

Travelling

Inner-climbing



P7030/7427

Jib
m Fall R(Cmax)

m
C(max)

t 30 34 40 44 50 54 60 64 70 74

74
IV 14.3 18 7.01 6.16 5.05 4.48 3.80 3.43 2.98 2.72 2.39 2.20

II 25.9 9 7.66 6.66 5.55 4.98 4.30 3.93 3.48 3.22 2.89 2.70

70
IV 14.6 18 7.42 6.39 5.25 4.66 3.96 3.58 3.11 2.84 2.50

II 26.7 9 7.92 6.89 5.75 5.16 4.46 4.08 3.61 3.34 3

Mechanism  Characteristics

Load Capacity

Hoisting	 m/min 0~68/0~340~34/0~17
8/16

Trolleying	 m/min	 0~78	 7.5kw

Slewing	 r/min	 0-0.7 	 2x9

Jacking-up	 m/min	 0.4	 11

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 91.5kW

t                                                      4/8
55kw             550m

a=4                         a=2   Motor(kW)

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



D5020
10t

Travelling

Inner-climbing

Luffing



Jib
m Fall R(Cmax)

m
C(max)

t 20 25 30 35 40 45 50

50
IV 18 10 9.09 7.05 5.35 4 2.99 2.32 2

II 31 5 5 5 5 4 2.99 2.32 2

45
IV 18 10 9.12 7.14 5.51 4.22 3.26 2.65

II 31 5 5 5 5 4.22 3.26 2.65

Mechanism  Characteristics

Load Capacity

Hoisting	 m/min 0~90/0~450~45/0~22.5
5/10

Trolleying	 m/min	 1min 40s	 35

Slewing	 r/min	 0-0.6	 2×5.5

Jacking-up	 m/min	 0.4	 7.5

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 98.5kW

t                                                 2.5/5
45

  Motor(kW)

600m
>600m

D5020

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



D5030
12t

Inner-climbing

Travelling

Luffing



Jib
m Fall R(Cmax)

m
C(max)

t 20 25 30 35 40 45 50

60
IV 17 12 10 7.50 6 4.90 4.10 3.50 3

II 30 6 6 6 6 5 4.30 3.70 3.20

 Load Capacity

Mechanism  Characteristics

 Hoisting	 m/min 0-80/0-400-40/0-20
6/3

Trolleying	 m/min	 1min 40s	 35

Slewing	 r/min	 0-0.6	 2×2.5

Jacking-up	 m/min	 0.4	 7.5

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 98.5kW

t                                                 12/6
45

  Motor(kW)

600m
>600m

D5030

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



D6037
16t

Luffing

Travelling

Inner-climbing



Jib
m Fall R(Cmax)

m
C(max)

t 15 20 25 30 35 40 45 50 55 60

60
IV - - - - - - - - - - - -

II 29.1 8 8 8 8 7.75 6.58 5.72 5.05 4.51 4.08 3.70

50
IV 18.7 16 16 14.87 11.78 9.72 8.24 7.14 6.28 5.60

II 36.9 8 8 8 8 8 8 7.34 6.48 5.80

Load Capacity

Mechanism  Characteristics

 Hoisting	 m/min 0-68/0-340-34/0-17
8/4

Trolleying	 m/min	 1min 40s	 45

Slewing	 r/min	 0~0.7	 2×9

Jacking-up	 m/min	 0.4	 11

Power Supply	 	 380V/50Hz

Power Capacity	 	 	 129kW

t                                                 16/8
55

  Motor(kW)

600m
>600m

D6037

These specifications and data are not legally binding.For any technical information,please refer to corresponding instructions.



Technical Datas for SC Building Hoist

Item

product models

sc100 sc100/100 sc200
sc200/200

Standard type
sc200/200

Efficient  type

Rated load	 (kg)
1000 2×1000 2000 2×2000 2×2000

	
Rated passengers	 (Number)

10 2×10 20 2×20 2×20

	
Rated lifting speed	 (m/min)

34.4 30

	
 Motor power	 (kW)

2×11 2×2×11 3×11 2×3×11 2×2×15

	
 Motor braking torque	 (N.m)

120

	
Tripping speed of speed governor	 (m／min)

51-56

	
Rated brake load of speed governor	 (K/ N)

30 40

	
Maximum lifting height	 (m)

150－200m

    	   
Cage size            (L×W×H)	 (m)

3.2×1.3×2.6      3.2×1.5×2.6

	
Mast section size       (L×W×H)	 (m)

0.65×0.65×1.508   （0.80×0.80×1.508）

	
Mast Weight	 (kg)

158/172

	
Rated  erection load	 (kg)

200

SC100/100 SC200/200

1/2t



No. Name Unit Value Note

1 Rating Lifting Capacity Kg 1000*2

2 Rating Lifting Speed m/min 23.5

3 Max. Lifting Height m 56

4
Lifting Wire Rope

diameter
mm Φ11 Wire rope type

5 Electronic Power Model / ZD41-4

6 Electronic Power / 7.5*2

7 Anti-fall Safe Device

Model JSF-15

Rating Braking Loading JSF-15

Braking distance ≤ 100mm

8 Free-end Height m 7.5

9 Cage Weight kg 542

10 Mast Section Weight kg 130

11 Clearance Cage Size(L*W*H) mm 3000*1300*2040

12 Mast Section Size(L*W*H) mm 800*800*1508

13 Total Weight kg 9820 H=60.5m

Technical Datas for SC Building Hoist

SS100/100
1t


